
YASKAWAELECTRICCORPORATION
Board-typeMachineControllerMP2111T,MP2111TM,

MP2111TMCP

Features

MP2111TandMP2111TMandMP2111TMCPmachinecontrollersprovide

improvedthroughputfromhostcomputerstoservomotorswith

MECHATROLINK-Ⅲ.TheMP2111TandMP2111TMhasahalf-sizePCIbus

andtheMP2111TMCPhasa6UCompactPCIbus.Attainhigh-speed

motionandI/Ocontrolofconnecteddevicesfromthehostcomputer.The

sharedmemoryhasbeenpubliclydisclosed,sothehostcomputerisnot

limitedtorunninganyoneoperatingsystem(OS).

Withatwo-channelMECHATROLINKport,theprocessingspeedofthe

MP2111TMandMP2111TMCPmachinecontrollersistwicethatofthe

MP2111Tmachinecontrollers.

Models:

JAPMC-MC2112T-E(MP2111T)

JAPMC-MC2132T-E(MP2111TM)

JAPMC-MC2172T-E(MP2111TMCP)

Specifications

Item Specifications

ControlMethod MotioncontrolwithMECHATROLINK-Ⅲusingposition,speed,andtorquereferences.

NumberofControlledAxes MP2111T:21axesmax.
MP2111TM,MP2111TMCP:42axesmax.

ApplicableServoDrivers SGDV-□□□□21□
SGDV-□□□□25□

ReferenceUnitMinimumSetting 1=1referenceunit

Max.ProgrammableValue -2147483648to2147483647pulses(signed32-bitvalue)

OperatingSystem MECHATROLINKmode/commandmode:AnyOScanbeused.
APImode:RTLinux,RTX,INtimeareavailable.

Fast-forwardSpeed 1to2097152000[referenceunit/s]

InterpolationFeedSpeed 1to131068000[referenceunit/s]

Acceleration/DecelerationControl Linear,asymmetric,S-curve,andindex.

MECHATROLINKspecifications


M-Ⅲ

16-byte 32-byte 48-byte 64-byte

Profile

Standardservo - - × -

StandardI/O × × × ×

StandardSteppingMotorDrivers - - × -

StandardInverter - × - ×

Transmissioncycle 125μs,250μs,500μs,1ms

ContactInformation

PleaseaccessYASKAWAwebsite(Pleaseclick.Thenyoucanaccess.)

YASKAWAhassalesandafter-salesserviceallaroundtheworld.

America:U.S.A.,Brazil,Canada,Mexico

AsiaPacific:China,Korea,Taiwan,Singapore,India

Europe:Germany,Sweden,Israel,Italy,France,Spain,Finland,Netherlands,Slovenia,Czechrepublic,Turkey
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