
PhoenixContactInc.
TemperatureControlforInlineMECHATROLINK

BusCoupler

Features

TheInlinemulti-channeltemperaturecontrollerisafreelyparameterizable

slavefortheInlineinstallationsystemwhichcontrolsupto8zones.

Thetemperaturecontrollerfeatures

Eightanaloginputsforthermocouples

IBTEMPCONUTH-PAC

IBTEMPCONRTD-PAC

Specifications

Item Specifications

Partnumber 2861807(UTH)2861771(RTD)

NetworkInterface MECHATROLINK-ⅠandthroughILMⅡBKDI8DO4-PAC

Degreeofprotection IP-20

NumberofControlZones 8

Typeofsensorconnection 2-wiretechnologywithorwithoutshielding

ThermalCoupleType TypeB,C,D,E,J,K,L,N,R,S,T

Typeofactuatorconnection 1-wiretechnology

Outputvoltage 24V(70mA,maximum)

ConfigurationInterface V.24(RS-232)

MECHATROLINKspecifications

 M-Ⅰ M-Ⅱ

 17-byte 17-byte 32-byte

Command IntelligentI/O × × ×

Transmissioncycle 2ms 1ms,1.5ms,2ms

Price

$924.00USD

ContactInformation

PhoenixContactInc.

P.O.Box4100Harrisburg,PA17111-0100 TEL:+1-800-888-7388 FAX:+1-717-944-1300

E-mail:info@phoenixcon.com

URL:https://www.phoenixcontact.com/
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